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suspended ceiling installation

121 Suspension Rod

TCR span

Furring Channel
129/308

200mm max. span 
if wall track is not used

Top Cross Rail 127

Allow 5–10mm clearance 
at Furring Channel to wall

TCR spacing

Suspension Clip
2534

Furring Channel Track
140/142

Maximum span 600mm
for single layer of
10 & 13mm board.
For 16mm or multiple
layers, screw fix
Furring Channel to wall track

Locking key 139

Furring Channel
129/308

Top Cross 
Rail127

547 to concrete

534 to 
timber joist

534 to purlin
400mm max

272 Joiner against wall
for stability

200mm max
from wall

(For single layer internal plasterboard ceilings)

For ceilings with more than 200mm suspension depth, a fully suspended 
system should be installed.
1.  Fix rondo 140 wall track (or 142 wall track if using the 308) 

around the perimeter of the ceiling
2.  Secure hanger clips at a 1200mm x 1200mm grid pattern ensuring 

the first Top cross rail is located within 200mm of abutting walls. If 
using multiple layers of plasterboard consult the rondo professional 
design Manual.

3.  cut 121 suspension rod to required length and slide into hanger 
clip tabs.  Refer Figure 6.

4. Slide 2534 clip onto the other end of the rod.

5.  Secure 127 Top cross rail to the 2534 clips with a twisting action.
Fit 139 joiner clips to Furring channel and then click into Top 
cross rail firmly. ensure 139 clip engages in both sides: “click-clack”.

6.  Secure Furring channel to Top cross rail at a of max of 600mm 
apart or at appropriate spacings for your lining choice, ensuring 
5–10mm clearance is left between end of Furring channel and wall.

7.  Framing can be leveled by adjusting the 2534 clip by squeezing tabs 
together.

8. See illustrations below for fixing and bracing details.

FiguRe 5: key-loCk® suspended ceiling

FiguRe 6: Hanger clips Figure 7: Stabilising the system
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Factory applied steel 
0.75 mounting plate

Furring Channel 129

Top Cross Rail 127

Locking Key 139

Suspension Clip 2534

Suspension Rod 121

Suspension Clip 2534

Top Cross Rail 127

Locking Key 139

Furring Channel 129

Factory applied steel 
0.75 mounting plate
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